CORNERS

) 4:-&-\::4(‘

Solutions for interior- and exterior corners

Yk

Corner & Divider
EPS 1-028

Exterior
Corner Cover
EPS 1-029

Interior
Corner Cover
EPS 1-031

www.eps-solutions.de

EDPC | I IAAI

Version 10.2004



! { 08.2003
§ -—

R o

EPS LUMI-2000

BOX S-240

Description / Beschreibung

Single-sided backlit illuminated
sign case, 240 mm building
depth, korpus from extruded
aluminium profiles,

inner steel supports, aluminium
back wall

Einseitiges Leuchlgehause,
240 mm Bautiefe,

Korpus aus stranggepreRten
Aluminiumprofilen,
innenliegende Stahlstreben,
Aluminiumriickwand

EPS LUMI components / EPS LUMI Bauteile

EPS 1-001 | Large Main Body - SF
(L2-072) | Grundprofil breit

EPS 1-022 | Frameless Flat Cover JR
(L2-108) | Flaches Abdeckprofil JR

EPS 1-047 | Comer Angel
(LP-079) | Eckverbinder

EPS 1-043 | Joiner Plate
(LP-057) | Verbindungsplatte

EPS 1-053 | C-Frame Comer

EPS 1-052 | Galvanized Steel Tubing
(LP-144) | Verzinktes Stahlrohr Q 20/20 mm

EPS 1-070 | Flex Holder
(LP-1100) | Tuchhalter

—
(LP-126) | Einsteckecke fiir C- Rahmen &F

Recommended tools / empfohlenes Werkzeug

EPS 1-065 | Flex Holder Pliers
(LT-FHP) | Tuchhalter- Zange

EPS 1-064 | Tensioning Tool
(LT-TTL) | Tuchhalterhebel

Additional Information / Zusatzinformation

EPS 1-063 | Cover Remover
(LT-CRM) | Profillser

Axle base of the back wall supports
Achsabstand der Riickwandstreben EPS 1-052
<800 mm Height = ~ 1300 mm distance

- 800 - 1000 mm =~ 1000 mm distance

1000 - 1300 mm = ~ 700 mm distance

~ 1300 - 1600 mm = ~ 500 mm distance

> 1600 mm =BOX S-85

EPS 1-058 | Pneumatic Punch
(LT-PPU) | DruckluftmeiRel
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Further components / weitere Bauteile

- Further Informations: Www.europrosign.de
Weitere Informationen: www.europrosign.de

- aluminium back wall
- fluorescent lamps
- flexible face

* Aluminiumnickwand
* Leuchtstofflampen
* Spanntuch

- y ‘\m‘e This product is licensed exclusively under Canada Patent No. 2,057.569; USA Patent No. 5,255,459; Europe Patent No. 0548691 Japanese Patent No. 48711 | 2000 and patented in I8 industrialized countries, worldwide.
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EPS LUMI-2000

BOX S-240-R

Description / Beschreibung

Single-sided backlit illuminated | Einseiliges Leuchlgehause,

240 mm Bautiefe,

depth, Korpus aus stranggeprefiten
Aluminiumprofilen,
innenliegende Stahlstreben,
Aluminiumriickwand,

gekantete weille Reflektorbleche

sign case, 240 mm building

korpus of extruded aluminium
profiles, inner steel supports,
aluminium back wall,

edged white reflector sheets

EPS LUMI components / EPS LUMI Bauteile

EPS 1-001 | Large Main Body - SF
(L2-072) | Grundprofil breit

EPS 1-022 | Frameless Flat Cover JR
(L2-108) | Flaches Abdeckprofil JR

EPS 1-047 | Corner Angel
(LP-079) | Eckverbinder

EPS 1-043 | Joiner Plate
(LP-057) | Verbindungsplatte

EPS 1053 | C-Frame Comer
(LP-126) | Einsteckecke fiir C- Rahmen

EPS 1-052 | Galvanized Steel Tubing
(LP-144) | Verzinktes Stahirohr Q 20/20 mm

EPS 1-070 | Flex Holder
(LP-1100) | Tuchhalter
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Recommended tools / empfohlenes Werkzeug

Additional Information / Zusatzinformation

Axle base of the back wall supports
Achsabstand der Riickwandstreben EPS 1-052

<800 mm Heigh = ~ 1300 mm distance

800 - 1000 mm = ~ 1000 mm distance

1000 - 1300 mm = ~ 700 mm distance

1300 - 1600 mm = ~ 500 mm distance
> 1600 mm = BOX S-85

EPS 1-065 | Flex Holder Pliers
(LT-FHP) | Tuchhalter- Zange

EPS 1064 | Tensioning Tool
(LT-TTL) | Tuchhalterhebel

EPS 1-063 | Cover Remover
(LT-CRM) | Profilloser

EPS 1-058 | Pneumatic Punch
(LT-PPU) | DruckluftmeiRel

Fluorescent lamp rows with reflector
technology
Leuchtstofflampen-Reihen bei Reflektortechnik
Building height / Gehausehahe
<800mm 1row
800-1100mm  2rows
1100 - 1400 mm 3 rows

Further components / weitere Bauteile

Further Informations: www.europrosign.de
Weitere Informationen: www.europrosign.de

- aluminium back wall
- white reflector sheet
- fluorescent lamps

- flexible face

+ Aluminiumnickwand

- weilles Reflektorblech
* Leuchtstofflampen

- Spanntuch

EUROPROSIGN GmbH
Auf der WeiB | - 57074 Siegen / Germany

Tel. —49(0)271/4058 110  www. europrosign.de
Fax. ~49 (0)271/4058119  info@europrosign.de

y \m\‘o This product is licensed exclusively under Canada Patent No. 2,057,569; USA Patent No. 5,255.459: Europe Patent No. 0548691; Japanese Patent No. 48711 | 2000 and patented in 18 industrialized countries, worldwide.
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BOX S-170

Description / Beschreibung

Single-sided backlit illuminated
sign case, 170 mm building
depth,

korpus of extruded aluminium
profiles, inner steel supports,
aluminium back wall,

reflector technology not possible

Einseitiges Leuchtgehuse,
170 mm Bautiefe,

Korpus aus stranggepreften
Aluminiumprofilen,
innenliegende Stahlstreben,
Aluminiumriickwand,
Reflektortechnik nicht méglich

EPS LUMI components / EPS LUMI Bauteile

EPS 1-004 | Medium Main Body - SF

(LF-113) | Grundprofil schmal

EPS 1-022 | Frameless Flat Cover JR

(L2-108) | Flaches Abdeckprofil JR

EPS 1-047 | Comer Angel
(LP-079) | Eckverbinder

EPS 1-043 | Joiner Plate
(LP-057) | Verbindungsplatte

EPS 1-053 | C-Frame Comer

(LP-126) | Einsteckecke fir C- Rahmen

EPS 1-052 | Galvanized Steel Tubing

(LP-144) | Verzinktes Stahlrohr Q 2

0/20 mm

EPS 1-070 | Flex Holder
(LP-1100) | Tuchhalter

Recommended tools / empfohlenes Werkzeug

EPS 1-065 | Flex Holder Pliers
(LT-FHP) | Tuchhalter- Zange

EPS 1-064 | Tensioning Tool
(LT-TTL) | Tuchhalterhebel

EPS 1-063 | Cover Remover
(LT-CRM) | Profilldser

EPS 1-058 | Pneumatic Punch
(LT-PPU) | Druckluftmeifel
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Additional Information / Zusatzinformation

Further components / weitere Bauteile

Axle base of the back wall supports
Achsabstand der Riickwandstreben EPS 1-052

< 800 mm Heigh =~ 1300 mm distance

800 - 1000 mm =~ 1000 mm distance
> 1000 mm = BOX S-240

Further Informations: www.europrosign.de
Weitere Informationen: www.europrosign.de

- aluminium back wall
- fluorescent lamps
- flexible face

* Aluminiumriickwand
* Leuchtstofflampen
* Spanntuch
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4 '\m‘o This product is licensed exclusively under Canada Patent No. 2,057,569; USA Patent No. §,255,459; Europe Patent No. 0548691 Japanese Patent No. 48711 | 2000 and patented in 18 industrialized countries, worldwide.

EUROPROSIGN GmbH
Auf der WeiB | - 57074 Siegen / Germany

Tel. +49(0)271/4058 110  www. europrosign.de
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